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(54) Title: CASH DISPENSER 

(54) Bezeichnung: GELDAUSGABEAUTOMAT 



(57) Abstract: The invention relates to a cash dispenser comprising a plurality of banknote compartments (20), disposed one after 
the other in a vertical position in a horizontal row, for receiving banknotes to be dispensed, wherein the banknote compartments (20) 
are associated with withdrawal and separation devices (26). The cash dispenser also comprises a stacking device (30), a collective 
transport device (30) for forming a wad of banknotes to be dispensed, a single sheet transport device (28) for transporting individual 
banknotes from the withdrawal and separation devices (26) to the stacking device (30), a collective transport device (34) for trans- 
porting a wad of banknotes from the stacking device (30) to a dispenser slot (16) of the cash dispenser, and a return compartment 
(36) comprising a reject compartment (38) for receiving individual banknotes that were not dispensed. The single sheet transport 
device (28) can be optionally linked with an entrance opening (40) of the return compartment (36) or with the stacking device (30). 
The return compartment (36) has at least one wad receiving compartment (52, 54), separate from the reject compartment (38), for 
receiving a wad of banknotes that was withdrawn from the dispenser slot (16). The collective transport device (34) can be switched 
in terms of its direction of transport and can be optionally linked with the entrance opening of the wad receiving compartment (52, 
54) via a switched branch. 


(57) Zusammenfassung: Bei einem Geldausgabeautomaten mit einer Mehrzahl von jeweils in vertikaler Stellung in einer horizon- 
S talen Reihe hintereinander angeordneten Banknotenkassetten (20) zur Aufnahme von auszugebenden Banknoten, mit den Bankno- 
^ tenkassetten (20) zugeordneten Abzugs- und Vereinzelungsvorrichtungen (26), mit einer Stapelvorrichtung (30) zum Bilden eines 

Bundels von auszugebenden Banknoten, mit einer Einzelblatttransportvorrichtung (28) zum Transport einzelner Banknoten von den 
^ Abzugs- und Vereinzelungs-vorrichtungen (26) zu der Stapelvorrichtung (30), 
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VeroffentUcht: 

— mit inlemationalem Recherchenbericht 

Zur Erkldrung der Zweibuchstaben- Codes und der anderen Ab- 
kurzungen wird auf die Erkldrungen ("Guidance Notes on Co- 
des and Abbreviations") am Anfang jeder reguldren Ausgabe der 
PCT -Gazette verwiesen. 


mix einer Sammeltransportvorrichtung (34) zum Transport eines Banknotenbundels von der Stapelvorrichtung (30) zu einem 
Ausgabeschlitz (16) des Geldausgabeautomaten und mit einer Rucknahmekassette (36) mit einem Rejectfach (38) zur Aufhahme 
von nicht zur Ausgabe gelangenden einzelnen Banknoten, wobei die Einzelblatttxansportvorrichtung (28) wahlweise mit einer Ein- 
trittsorTnung (40) der Rucknahmekassette (36) oder mit der Stapelvorrichtung (30) verbindbar ist, hat die Rucknahmekassette (36) 
mindestens ein von dem Rejectfach (38) getrenntes separates Bundelaufnahmefach (52, 54) zur Aufhahme eines Banknotenbundels, 
das aus dem Ausgabeschlitz (16) zuriickgezogen wurde, wobei die Sammeltransportvorrichtung (34) in ihrer Transportrichtung 
umschaltbar und iiber eine schaltbare Abzweigung wahlweise mit einer Eintrittsoffhung des Bundelaufnahmefaches (52, 54) 
verbindbar ist. 


